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BACK OF CURB 8”

CURB ELEV

2

SLOPE BOX 2% f)
7. TAIL PIPE
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BORE UNDER
""CURB & GUTTER

24" MIN

MIN RADIUS
2" TYP

CONNECTION SHALL BE BRONZE
DOUBLE—STRAP SERVICE SADDLE

4” THROUGH 12" DIP WATER MAIN

L RGN 22 QJ 1l

A

(A BY CUSTOMER
X_INSTALLED PRIOR
. HTO SETTING METER
= — ——— — _‘_

WHERE SIDEWALK IS

TYPICAL STREET INSTALLATION

BILL OF MATERIALS

ITEM

4" CLEAR ADJACENT TO CURB,
STUB—OUT TO EXTEND
6” BEYOND FUTURE
SIDEWALK —
BY DEVELOPER
QUANTITY

@ BRONZE DOUBLE—STRAP SERVICE SADDLE (IPT)

1

@ 1” BRONZE BALL CORP STOP (MIPT x MIPT)

1

@ 1" ANGLE BALL METER STOP (COMP x METER COUPLING)
(WITH 1" x 3/4" ADAPTER FOR 3/4" METER) PER SPECIFICATIONS

1

(4) 17 TUBING, SOFT COPPER, TYPE K

VARIES

(5) METER INSTALLED BY CITY FORCES

1

@ METER BOX PER SPECIFICATIONS AND/OR PLANS

(7) 17 OR 3/4” COUPLINGS

1” ADAPTER (FIPT x COMP)

1
1
1

NOTES:

N —

ARE INSTALLED.

.) METER BOX COVER TO BE CAST IRON WHERE BOX IS IN ALLEY OR DRIVEWAY.
) CONTRACTOR SHALL INSTALL METER BOXES WITH READING HOLE AT TIME ANGLE METER STOPS

3.) CITY WILL FURNISH A TEMPORARY SERVICE METER JUMPER, PRIOR TO INSTALLING METER,

UPON PAYMENT OF FEES.

4.) METER BOX TO BE CLEANED BEFORE NEW METER CAN BE INSTALLED BY CITY FORCES.
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